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ALL KNEEBINDINGS ARE COMPATIBLE WITH GRIPWALK BOOTS! 
 
Remember that any time a skier changes boots, the ski/binding/boot-system should be adjusted and 
retested.  The new boot soles may not be the same length – even if the boots are the same “size.“ 
 
In addition, it is possible that your KneeBindings have our original “anti-friction device” (AFD) design – 
but we updated the design (quite a few years ago) to coincide with the release of Gripwalk soles.  If you 
have the older design, you should upgrade to the current design.  Upgraded AFDs are available from 
your retail partner, or directly from KneeBinding, for $29.95 per pair.  This includes the entire black part 
into which the AFD is permanently molded.   
 
Here is an image of the old and new Toe AFD design: 

 
 

Gripwalk Guidelines for KneeBinding Retail Partners and Service Centers :  
1. Be sure the KneeBindings have the newer AFD shape.  Contact KneeBinding directly 

to order sets. 
2. For Gripwalk boots, adjust the toe height to the top (don’t over-crank it).  Note that 

KneeBinding does not require a toe-height test (i.e. half-mil card test) for boots with 
Gripwalk soles.  

3. Due to the many variations in Gripwalk boot soles, the “glide plate” on the boot may 
not overlap the AFD.  Because KneeBinding AFDs are made from pure Teflon®, this 
does not cause a rejection.   

4. Perform a successful ski-binding-boot system release check. 
5. If there are any questions or issues, contact KneeBinding at (802) 760-3026 for 

assistance. 
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